STREAMBANK REFORESTATION:

Description

Sreambank Reforestation will be planted in areas designated on the plans adireted. See
the Streambank Reforestation Detail Sheets.

The entireStreambank Reforestation operation shall comply with the requirements of Bect
1670 of theStandard Specifications.

M aterials

[tem Section
Coir Fiber Mat 1060-14
Live Stakes:

Type | Sreambank Reforestation shall be live stakes, planted along both streambankse Li
stakes shall be ¥2"- 2" in diameter. Stakes shalll@sd ft. - 3 ft. in length.

Live staking plant material shall consist of a randoim made up of 50% Black WillowSalix
nigra) and 50%Silky Dogwood Cornus amomum). Other species may be substituted upon
approval of the Engineer. All plant material shall h&rvested locally (within the same
physiographic ecoregion and plant hardiness zone) or ggedhfrom a local nursery, with the
approval of the Engineer. All live stakes shall be dotraadtime of acquisition and planting.

Staples, stakes, or reinforcement bars shall be useshc®rs and shall meet the following
requirements:

Wooden Stakes:

Provide hardwood stakes 12"- 24" long with a 2" x 2" nomigahse cross section. One
end of the stake must be sharpened or beveled tadeeitiriving through the coir fiber
mat and down into the underlying soil. The other end @kthke needs to have a 1"- 2"
long head at the top with a 1"- 2" notch following to cateti secure the coir fiber mat.

Steel Reinforcement Bars:

Provide uncoated #10 steel reinforcement bars 24" nomingthlerThe bars shall have a
4" diameter bend at one end with a 4" straight sectiaie tip to catch and secure the
coir fiber mat.

Staples:

Provide staples made of 0.125" diameter new steel wiraef into au shape not less
than 12" in length with a throat of 1" in width.



Bare Root Seedlings:
Type |1 Sreambank Reforestation shall be bare root seedlings 12"-18" tall.
Construction Methods

Coir fiber matting shall be installed on the streambamkere live staking is to be planted as
shown on the Streambank Reforestation Detail Shaetls in locations as directed. Work
includes providing all materials, excavating and backfillingl placing and securing coir fiber
mat.

Provide a smooth soil surface free from stones, claddgbris that will prevent the contact of
the matting with the soil. Place the matting immesliatupon final grading and permanent
seeding. Take care to preserve the required line, gnaderass section of the area covered.

Unroll the matting and apply without stretching such thatill lie smoothly but loosely on the
soil surface. Bury the top slope end of each pieceatfimy in a narrow trench at least 6" deep
and tamp firmly. Where one roll of matting ends arsgeond roll begins, overlap the end of the
upper roll over the buried end of the second roll so tier® 6" overlap. Construct check
trenches at least 12" deep every 50 ft. longitudinally aldwgedges of the matting, or as
directed. Fold over and bury matting to the full depththef trench, close and tamp firmly.
Overlap matting at least 6" where 2 or more widths ofingatire installed side by side.

Wooden stakes, reinforcement bars, or staples may beassadchors in accordance with the
Streambank Reforestation Detail Sheets and as direddate anchors across the matting at
ends, junctions, and check trenches approximately 1 fit. apéace anchors down the center of
each strip of matting 3 ft. apart. Place anchors aédnigpped edges 1 ft. apart. Refer to the
Streambank Reforestation Detail Sheets for anchopigjern. The Engineer may require
adjustments in the trenching or anchoring requiremerfisindividual site conditions.

During preparation of the live stakes, the basal ends sdalleanly cut at an angle to facilitate
easy insertion into the soil, while the tops shall besguare or blunt for tamping. All limbs
shall be removed from the sides of the live cutting poanstallation.

Live stakes shall be installed within 48 hours of cuttingutside storage locations should be
continually shaded and protected from wind and direct sunligghte cut plant material shall
remain moist at all times before planting.

Stakes shall be spaced approximately 4 ft. on centete dtakes shall be installed according to
the configuration presented on the Streambank Refaoes@étail Sheets.

Tamp live stakes perpendicularly into the finished bank sleipe a dead blow hammer, with
buds oriented in an upward direction. Stakes should be tampédapproximately % of the
stake length is within the ground. The area around eaelslake shall be compacted by foot
after the live stake has been installed.



1"- 2" shall be cut cleanly off of the top of each ligeake with loppers at an angle of
approximately 15 degrees following installation. Any stakes #ne split or damaged during
installation shall be removed and replaced.

The bare root seedlings shall be planted as soon ascatdollowing permanengeeding and
Mulching. The seedlings shall be planted from top of bankaanhg both sides of the stream, as
designated on the plans.

Root dip: The roots of reforestation seedlings shall béedoaith a slurry of water, and either a
fine clay (kaolin) or a superabsorbent that is designated laare root dip. The type, mixture
ratio, method of application, and the time of applaatshall be submitted to the Engineer for
approval.

With the approval of the Engineer, seedlings may be ddagére delivery to the job or at the
time of planting, but at no time shall the roots of $kedlings be allowed to dry out. The roots
shall be moistened immediately prior to planting.

Seasonal Limitations: Streambank reforestation shalplasted from November 15 through
March 15.

M easurement and Payment

Sreambank Reforestation will be measured and paid for as the actual numbecrelseof land
measured along the surface of the ground, which has begrtaugelanted in accordance with
this section.

Payment will be made under:

Pay Item Pay Unit
Streambank Reforestation Acre



